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Asco Lights boasts over a decade of lighting industry 
heritage. We consider ourselves to be lighting innovators, 

designers and connoisseurs, and we offer both our expertise 
and lighting products to local and national clients who themselves 
may be professionals or end users. We work alongside architects, 
interior designers and electrical engineers as lighting experts on 

private and commerciallighting design projects. Our talented lighting 
designers and project managers offer advice on all aspects of 

indoor and outdoor lighting, compliance with building regulations and 
Part L, and the latest in sustainability and energy saving lighting 
systems. We supply the finest luminary fittings as well as offering 
an international sourcing or bespoke design service if precisely 

the right fitting is not readily available.
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1. Low Level Wall Lights



Wh LL68A

Cr LL68B

Ni LL88C

Is LL68D

min 10
26

3

Ø26

Ø40Ø29

Step 1W
Round or square low level wall light with 5 degree beam angle. Perfect for recessing into stairs washing a thin beam of light onto 
the treads.

Wh LL68E

Cr LL68F

Ni LL68G

Is LL68H

min 10

Ø26

26

1,5

 40

0,062 Kg

130 lm

107 lm

100 lm

Ø29

Step 2W

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

LL9162
Min 1 - Max 12 Articles 
Output: 350mA

107

27

48

Non Dimmable Drivers

31

35

42

31

60

49

Included

LL4336 
Controcassa
Outer casing

LL4915 
Controcassa
Outer casing
Concrete installation

Accessories

004 350 mA 630 mA 120 mm

4

Concrete installation

0,058 Kg

Wh LL68I

Cr LL68J

Ni LL68K

Is LL68L

Wh LL68M

Cr LL68N

Ni LL68O

Is LL68P

min 10

57

3

Ø26

Ø40
Ø29

min 10

57

1,5

Ø26

 40

Ø29

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers Accessories

LL9147
Min 1 - Max 2 Articles 
Output: 630mA

13822

20

LL9164
Min 1 - Max 6 Articles 
Output: 630mA

107
27

48

LL4766
Min 6 - Max 12 Articles 
Output: 630mA

103

27
58

60

69
Ø31

Included

LL4901 
Controcassa
Outer casing
Concrete Installation
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Colours

130 lm

107 lm

100 lm

Colours

0,071 Kg

211 lm

174 lm

162 lm

0,066 Kg

Colours

211 lm

174 lm

162 lm

Colours

141

149

30,3

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

7
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Wh LL66A

Cr LL66B

Ni LL68C

Is LL68D

Stepit 1W
Mini low level wall light with 5 degree beam angle. Perfect for recessing into stairs washing a thin beam of light onto the treads.

Wh LL66E

Cr LL66F

Ni LL66G

Is LL66H
0,016 Kg

130 lm

107 lm

100 lm

Stepit 1.5W

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

LL9162
Min 1 - Max 12 Articles 
Output: 350mA

107

27

48

Non Dimmable Drivers

Included

Accessories

0,015 Kg

Wh LL66I

Cr LL66J

Ni LL66K

Is LL66L

Wh LL66M

Cr LL66N

Ni LL66O

Is LL66P

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers Accessories

LL9147
Min 1 - Max 2 Articles 
Output: 630mA

13822

20

LL9164
Min 1 - Max 6 Articles 
Output: 630mA

107
27

48

LL4766
Min 6 - Max 12 Articles 
Output: 630mA

103

2758
60

80
Ø14

Included

LL4917
Controcassa
Outer casing
Concrete Installation
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Colours

130 lm

107 lm

100 lm

Colours

211 lm

174 lm

162 lm

Colours

211 lm

174 lm

162 lm

Colours

141

149

30,3

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

003 350 mA 500 mA 120 mm

Ø15

Ø13

23

1

Ø20

min 10

min 10

Ø13

23

1

 20Ø15

Red

Green

Blue

Amber

Red

Green

Blue

Amber

0,100dm3

0,100dm3

Ø17

Ø20

35

LL4335 
Controcassa
Outer casing

Red

Green

Blue

Amber

Red

Green

Blue

Amber

min 10

Ø13

74

Ø20

1

min 10

Ø13

74

1

 20

Ø15

Ø15



Quarry 2W

Non Dimmable Drivers

www.asco-lifestyle.co.uk  01612070212

Colours

Dimmable Drivers

Beam 
Angle

70°

13 630 mA 1 m

Recessed spotlight with indirect lighting. Body in  aluminum. Application with outer casing or for plasterboard with springs.

Red

G reen

Blue

Amber0,180 Kg

211 lm

174 lm

162 lm

Colours
Beam 
Angle

70°Gr LL401E

Wh LL401F

Ct LL401G

Ni LL401H

Red

G reen

Blue

Amber0,19 Kg

211 lm

174 lm

162 lm

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

141

149

30,3

LL9160
Min 1 - Max 6 Articles 
Output: 630mA

65

74
27

LL9420
Min 1 - Max 2 Articles 
Output: 630mA

65

74
27

LL9168
Min 6 - Max 12 Articles 
Output: 630mA

92

117
38

Accessories

55

72

62

LL4338
Controcassa
Outer casing

Gr LL401A

Wh LL401B

Ct LL401C

Ni LL401D42

Ø50Ø62
53°

Ø52

 70

42

Ø50

53°

Ø52

11



LL9419
Min 1 - Max 2 Articles 
Output: 350mA

65

74
27

65

74
27

LL9421
Min 3 - Max 6 Articles 
Output: 350mA

80

100
31

LL9158
Min 1 - Max 12 Articles 
Output: 350mA

Invos
Hiding wall recessed spotlight, indirect light. Full aluminium, assembled on outer casing.

Accessories

www.asco-lifestyle.co.uk  01612070212

Drivers

LL9017
Min 1 - Max 12

 

Output: 350/500/630mA,  1-10v

Dimmable Drivers

141

149

30,3

 

130 lm

107 lm

100 lm

Colours

Red

Green

Blue

Amber

Beam
angle
70°

13 350 mA 1 m

41

55°

Ø50

2

35

20

Wh LL392A

0,170 Kg

0,65

55

72
62

LL4338

Outer casing

2 mm

13



Wh TS56A

Bl TS56B

Tall Gap

1,5 Kg
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400 lm

Colours56

453 480

73

Indy

I P
20 1,5

 INSTAL. FRAME FOR PLASTER TS56C  459 x 57 mm 

 INSTAL. BOX FOR PLASTER TS56D  660 x 114 x 114 mm  

BG TA170A

0,4 Kg

 INSTAL. FRAME FOR PLASTER TA170B  85 x 85 x  100 mm 

 INSTAL. BOX FOR PLASTER TS170C 160 x 160 x 110 mm

I P
20 0,4

15

Eot B&G

BG TA171A

I P
20 1,2

1,2 Kg

Cut out: 117X157 mm
Installation height: 85 mm



2. High Level Wall Lights



TR33A

LL33B

Curve
Plaster semi-recessed lighting �xture with �xed optical compartment. LED light source for direct downlighting. Driver not 
included. It must be installed upline in the connector box.

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

Non Dimmable Drivers

Accessories
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LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

15°

170X170 

LED

Lamp
   LED 
Colour

N

W

Kg

1,1

1,1

m3

0,010

0,010LED

 Light 
Source

1LED x 1W

1LED x 1W

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

TR260
Recessed housing for brick walls.

19



Eot Small

1,2 Kg
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TA425A

Wh TA425B

GR

BG TA425C

I P
20 1,2

Up or Down
Dimmable R
230V - 50Hz

Eot Medium I P
20 2,1

2,1 Kg

TA425F

Wh TA425G

GR

BG TA425H

Up only
Dimmable R
230V - 50Hz

INSTAL. FRAME FOR PLASTER

INSTAL. BOX FOR PLASTER

TA425D     321 X 131 X 96mm

TA425E      321 X 131 x 96mm

INSTAL. FRAME FOR PLASTER

INSTAL. BOX FOR PLASTER

TA425I          464 X 219 X 96mm

TA425J          464 X 219 X 96mm

21



3. Recessed Downlights



INDOOR INDOOR 

news_1422

ILO3A

Deep 8W

www.asco-lifestyle.co.uk  01612070212

8

Watt
   LED 
Colour

Natural

Lumens

573

Optic

15

G

B

W

ILO3B

ILO3C

Warm

Super W

30

60

537

502

Non Dimmable Drivers

INDOOR DOWNLIGHTSINDOOR DOWNLIGHTS

Schermo fotoinciso con 
funzione diffondente e 
protettiva (per i modelli 
da 15 e 25 W)

Forma organica del 
vano ottico, con finitura 
goffrata oppure oro 
“warm & chic”’

news_14

C.C. IP44 IK05

ø71

127
ø65

73

ø58
ILO3DG

8

8

8

ILO9164 ILO9017 ILO9114
ON/OFF
1 - 10 art

1-10 V
1 - 10 art

DALI
1 - 10 art

Vano ottico inclinato 

103

ø71

ø64
101

C.C. IP44 IK05

ILO7A 8

Watt
   LED 
Colour

Natural

Lumens

573

Optic

15

G

B

W

ILO7B

ILO7C

Warm

Super W

30

60

537

502

ILO7DG

8

8

8

CRI 80

CRI 80

CRI 80

ILO9164 ILO9017 ILO9114
ON/OFF
1 - 10 art

1-10 V
1 - 10 art

DALI
1 - 10 art

25



Sparkle
Looking for the intense sparkle produced by a multi-point light source combined into a single, 
brilliant beam? Then look no further.
Our patented mixing chamber pairs a metalised re�ector with a prismatic glass lens to mimic 
the stunning e�ect achieved with halogen dichroic. We are not aware of any other product in 
the market which achieves this, making our products well-known for their sparkle.
Colour consistency
Our colour temperature consistency is guaranteed to be less than a young human eye can 
di�erentiate. At 1.5 MacAdam ellipse our consistency is the best available in the market – 
including remote phosphor products.
Making it simple
To make choosing Orluna even simpler, our range is entirely modular so all our light engines 
work with all our bezels – specifying has never been easier!
Fire-rating
All the products in our range (excluding only the Recessed Square bezel) are available with 
an independent 60 minute �re-rating.
IP-rating
All products are IP44 as a minimum. All our �xed ba�e products are available with IP65 rating.
Bespoke bezels and �nishes
As a UK manufacturing business, bespoke products and �nishes are available. For example, 
whilst all products come with a light textured white powder-coat paint as standard, any bezel 
or ba�e is available in any RAL.  Most products are also available in brushed and polished 
chrome as well as anodised �nishes depending on bezel material.
Low void installations
A low-void heatsink option is available – please see dimension drawing above for clearance 
measurements.

Curved Recessed Fixed

 LED ENGINE  QUAD50  

 Light Source  Cree  

 Delivered Lumens*  602lm  

 Lumens c/w  51

 Circuit Watts  11.8w

 CRI  85

LED ENGINE  QUAD70  

 Light Source  Cree

 Delivered Lumens*  810lm

 Lumens c/w  65

 Circuit Watts  12.4w

 CRI  85

LED ENGINE  10DEGREE  

 Light source  Cree

 Delivered Lumens*  173lm

 Lumens c/w  27

 Circuit Watts  6.4w

 CRI  85

Beam
Angle

10°

30°

46°

20°

Driver Included

VOID SPACE

ø 96mm bezel

10mm

U
ni

t h
ei

gh
t 1

05
m

m
*

*Low void option available to give 
a unit height of 91mm.

ø 82mm cut out.

VOID SPACE

ø 76mm bezel

10mm

U
ni

t h
ei

gh
t 9

5m
m

*

*Low void option available to give 
a unit height of 81mm.
ø 62mm cut out.

 This products has small discrete bezels but, like all products in it’s familiy, these bezels accept all light engines. 

Micro Recessed Fixed 

Beam
Angle

10°

30°

46°

20°

 LED ENGINE  QUAD50  

 Light Source  Cree  

 Delivered Lumens*  602lm  

 Lumens c/w  51

 Circuit Watts  11.8w

 CRI  85

LED ENGINE  QUAD70  

 Light Source  Cree

 Delivered Lumens*  810lm

 Lumens c/w  65

 Circuit Watts  12.4w

 CRI  85

LED ENGINE  10DEGREE  

 Light source  Cree

 Delivered Lumens*  173lm

 Lumens c/w  27

 Circuit Watts  6.4w

 CRI  85

Driver Included

Mains Dimmable

1-10

DALI

 This products has small discrete bezels but, like all products in it’s familiy, these bezels accept all light engines. 

Micro Recessed Tilt  

Beam
Angle

10°

30°

46°

20°

VOID SPACE

ø 76mm bezel

10mm

U
ni

t h
ei

gh
t 9

5m
m

*

*Low void option available to give 
a unit height of 81mm.

ø 62mm cut out.

T ilt  ang le 28˚

 LED ENGINE  QUAD50  

 Light Source  Cree  

 Delivered Lumens*  602lm  

 Lumens c/w  51

 Circuit Watts  11.8w

 CRI  85

LED ENGINE  QUAD70  

 Light Source  Cree

 Delivered Lumens*  810lm

 Lumens c/w  65

 Circuit Watts  12.4w

 CRI  85

LED ENGINE  10DEGREE  

 Light source  Cree

 Delivered Lumens*  173lm

 Lumens c/w  27

 Circuit Watts  6.4w

 CRI  85

Driver Included

Mains Dimmable

1-10

DALI

www.asco-lifestyle.co.uk  01612070212 27



Wh TS24A

Bl TS24B

Cedra Beaufort Torsion

Wh TS24C

0,2 Kg

635 lm

Cedra Beaufort Leaf

0,2 Kg

Wh TS24E

Cr TS24F

Ni TS24G

Is TS24H

Wh TS24I

Cr TS24J

Ni TS24K

Is TS24L

min 10

57

1,5

Ø26

 40

Ø29

www.asco-lifestyle.co.uk  01612070212

Colours

635 lm

Colours

Colours

Colours

125

90

125

90

Bl TS24D

I P
20 0,2

125

90

I P
20 0,2

0,2 Kg

635 lm

0,2 Kg

635 lm

29



Wh TA675A

Bl TA675B

Cedra GU10 Masterled

Cedra QPAR16

0,3 Kg

www.asco-lifestyle.co.uk  01612070212

635 lm

Colours

I P
20 0,3

Wh TA675C

0,3 Kg

635 lm

Colours

I P
20 0,3

31



Wh TB16A

Bl TB16B

Linca 6.6W

Linca 6.6W Double

Non Dimmable Drivers

Non Dimmable Drivers Dimmable Drivers

www.asco-lifestyle.co.uk  01612070212

635 lm

Colours

635 lm

Colours

Dimmable Drivers

140

113

140

I P
20 1

 142 X 142 mm

Installation height
120 mm

 36°

Beam
angle

247
140

113

I P
20

 142 X 249 mm
Installation height
120 mm

 36°

Beam
angle

Wh TB17A

Bl TB17B

2700K

2700K

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

 NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

1-
ka

na
al

930545/930547 930544 930546 930548 1 Beaufort module

2-
ka

na
al

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

24

110

52

29

105
90

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

 NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

1-
ka

na
al

930545/930547 930544 930546 930548 1 Beaufort module

2-
ka

na
al

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

24

110

52

29

105
90

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

930545/930547 930544 930546 930548 1 Beaufort module

  930549  2 Beaufort modules

103

34

21

100

40

23

100

40

24

110

52

24

110

52

29

105
90

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

 NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

1-
ka

na
al

930545/930547 930544 930546 930548 1 Beaufort module

2-
ka

na
al

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

24

110

52

29

105
90

Dali Dimmable
Runs 1Mains Dimmable

Runs 1

1-10V Dimmable
Runs 1

Runs 1
TA30545/TA30547

TA30546

TA30544

TA30548

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

 NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

1-
ka

na
al

930545/930547 930544 930546 930548 1 Beaufort module

2-
ka

na
al

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

29

105
90

TA30545/TA30547
Requires 2 per double �tting.

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

930545/930547 930544 930546 930548 1 Beaufort module

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

24

110

52

29

105
90

1-10V Dimmable
Runs 1 per double �tting.
TA30549

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

 NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

1-
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al

930545/930547 930544 930546 930548 1 Beaufort module
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ka

na
al

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

29

105
90

Beaufort range

OVERVIEW OF AVAILABLE CONVERTERS

2014 • 01

 NON Dimmable MAINS DIMMABLE C 1-10V DIMMABLE DALI DIMMABLE

1-
ka

na
al

930545/930547 930544 930546 930548 1 Beaufort module

2-
ka

na
al

  930549  2 Beaufort modules

103

34

21

23

100

40

23

100

40

24

110

52

29

105
90

Dali Dimmable
Runs 2 per double �tting.Mains Dimmable

Runs 2 per double �tting.
TA30544

TA30548

33



   4. Surface Mounted Downlights



Micro

0,3 Kg

www.asco-lifestyle.co.uk  01612070212

TS28A

Bl TS28B

Wh TS28C

WC TS28D

Wb

BG TS28E

I P
20 0,3

115

35

   MICROSCOOP WALL ADAPTER 
 TEXT. BLACK

TS28F

 MICROSCOOP WALL ADAPTER 
 TEXT. WHITE

TS28G

37



 

Surface Spot Adjustable 

Sparkle
Looking for the intense sparkle produced by a multi-point light source combined into a single, 
brilliant beam? Then look no further.
Our patented mixing chamber pairs a metalised re�ector with a prismatic glass lens to mimic 
the stunning e�ect achieved with halogen dichroic. We are not aware of any other product in 
the market which achieves this, making our products well-known for their sparkle.
Colour consistency
Our colour temperature consistency is guaranteed to be less than a young human eye can 
di�erentiate. At 1.5 MacAdam ellipse our consistency is the best available in the market – 
including remote phosphor products.
Making it simple
To make choosing Orluna even simpler, our range is entirely modular so all our light engines 
work with all our bezels – specifying has never been easier!
Fire-rating
All the products in our range (excluding only the Recessed Square bezel) are available with 
an independent 60 minute �re-rating.
IP-rating
All products are IP44 as a minimum. All our �xed ba�e products are available with IP65 rating.
Bespoke bezels and �nishes
As a UK manufacturing business, bespoke products and �nishes are available. For example, 
whilst all products come with a light textured white powder-coat paint as standard, any bezel 
or ba�e is available in any RAL.  Most products are also available in brushed and polished 
chrome as well as anodised �nishes depending on bezel material.
Low void installations
A low-void heatsink option is available – please see dimension drawing above for clearance 
measurements.

www.asco-lifestyle.co.uk  01612070212

ø 58mm bezel

U
ni

t h
ei

gh
t 1

16
m

m
*

42
m

m

ø 75mm plate

 LED ENGINE  QUAD50  

 Light Source  Cree  

 Delivered Lumens*  602lm  

 Lumens c/w  51

 Circuit Watts  11.8w

 CRI  85

LED ENGINE  QUAD70  

 Light Source  Cree

 Delivered Lumens*  810lm

 Lumens c/w  65

 Circuit Watts  12.4w

 CRI  85

LED ENGINE  10DEGREE  

 Light source  Cree

 Delivered Lumens*  173lm

 Lumens c/w  27

 Circuit Watts  6.4w

 CRI  85

Wh TA161A

BG TB161B

Spine

www.asco-lifestyle.co.uk  01612070212

I P
20 0.9

GU10
230V - 50HZ
Dimmable R

39



5. LED Pinspots



ILO3A

Deep 2W

www.asco-lifestyle.co.uk  01612070212

2

Watt
   LED 
Colour

Natural

Lumens

174

Optic

8

G

B

W

ILO3B

ILO3C

Warm

Super W

15

30

162

155

DOWNLIGHTSDOWNLIGHTS

Schermo fotoinciso con 
funzione diffondente e 
protettiva (per i modelli 
da 15 e 25 W)

Forma organica del 
vano ottico, con finitura 
goffrata oppure oro 
“warm & chic”’

ILO3DG

2

2

2ø32

66
ø27

40

ø25

ILO9147 ILO9164 ILO4766 ILO9017 ILO9114
ON/OFF
1 - 2 art

ON/OFF
1 - 6 art

ON/OFF
6 - 12 art

1-10 V
1 - 12 art

DALI
1 - 12 art

C.C. IP44 IK05

45

Drivers

43



Wh LL58A

Cr LL58B

Ni LL58C

Is LL58D

min 10
25

3

Ø26

Ø40

Vik 1W

Wh LL58E

Cr LL58F

Ni LL58G

Is LL58H

min 10

Ø26

24

1,5

 40

0,066 Kg

130 lm

107 lm

100 lm

Ø29

Vik 2W

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

LL9162
Min 1 - Max 12 Articles 
Output: 350mA

107

27

48

Non Dimmable Drivers

31

35

42

31

60

49

Included

LL4336 
Controcassa
Outer casing

LL4915 
Controcassa
Outer casing
Concrete installation

Accessories

Concrete installation

0,062Kg

Wh LL58I

Cr LL58J

Ni LL58K

Is LL58L

Wh LL58M

Cr LL58N

Ni LL58O

Is LL58P

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers Accessories

LL9147
Min 1 - Max 2 Articles 
Output: 630mA

13822

20

LL9164
Min 1 - Max 6 Articles 
Output: 630mA

107
27

48

LL4766
Min 6 - Max 12 Articles 
Output: 630mA

103

2758
60

69
Ø31

Included

LL4901 
Controcassa
Outer casing
Concrete Installation

www.asco-lifestyle.co.uk  01612070212

Colours

130 lm

107 lm

100 lm

Colours

0,086 Kg

211 lm

174 lm

162 lm

0,082 Kg

Colours

211 lm

174 lm

162 lm

Colours

141

149

30,3

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

002 350 mA 630 mA 120 mm

Brass recessed spotlight or stainless steel. Designed to be mounted in false ceilings using self-retaining clips or with recessed housing. Features 
special anti-glare optics.

Ø40

ANTI-GLARE

ANTI-GLARE

Beam 
Angle

08°

30°

50°

60°

15°

Beam 
Angle

08°

30°

50°

60°

15°

min 10

52

3

Ø26

Ø40

Ø29

min 10

54

1,5

Ø26

 40

Ø29

ANTI-GLARE

ANTI-GLARE

Beam 
Angle

08°

30°

50°

60°

15°

Beam 
Angle

08°

30°

50°

60°

15°

45



Wh LL56A

Cr LL56B

Ni LL56C

Is LL56D

Ø29

Nitu 1W
Recessed round or square LED pinspot suitable for bathroom zone 2 areas. Large selection of beam angles available.

Wh LL56E

Cr LL56F

Ni LL56G

Is LL56H
0,060 Kg

130 lm

107 lm

100 lm

Ø29

Nitu 2W

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

LL9162
Min 1 - Max 12 Articles 
Output: 350mA

107

27

48

Non Dimmable Drivers

31

35

42

31

60

49

Included

LL4336 
Controcassa
Outer casing

LL4915 
Controcassa
Outer casing
Concrete installation

Accessories

Concrete installation

0,058 Kg

Wh LL57I

Cr LL57J

Ni LL57K

Is LL57L

Wh LL57M

Cr LL57N

Ni LL57O

Is LL57P

Ø29

Ø29

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers Accessories

LL9147
Min 1 - Max 2 Articles 
Output: 630mA

13822

20

LL9164
Min 1 - Max 6 Articles 
Output: 630mA

107
27

48

LL4766
Min 6 - Max 12 Articles 
Output: 630mA

103

27
58

60

69
Ø31

Included

LL4901 
Controcassa
Outer casing
Concrete Installation

www.asco-lifestyle.co.uk  01612070212

Colours

130 lm

107 lm

100 lm

Colours

0,073 Kg

211 lm

174 lm

162 lm

0,070 Kg

Colours

211 lm

174 lm

162 lm

Colours

141

149

30,3

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

min 10
25

3

Ø26

Ø40

min 10

Ø26

24

1,5

 40

001 350 mA 120 mm

min 10

50

3

Ø26

Ø40

min 10

45

1,5

Ø26

 40

001 630 mA 220 mA 120 mm

Beam
Angle

Beam
Angle

10
30
50
70
120

10
30
50
70
120

Beam
Angle

10
30
50
70
120

Beam
Angle

10
30
50
70
120

47



Wh LL68A

Cr LL68B

Bobik

LL9408
Min 1 - Max 10 Articles 
Output: 24V DC

13822

20

LL9487
Min 1 - Max 30 Articles 

LL4829
Min 1 - Max 40 Articles 

107

27

48

Non Dimmable Drivers

0,010 Kg

www.asco-lifestyle.co.uk  01612070212

130 lm

107 lm

100 lm

Colours

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

24V DC 120 mm

Recessed spotlight in brass.

Red

Green

Blue

Amber

0,200 dm3

Included

Accessories

Output: 24V DC Output: 24V DC

103

2758

Real size

30°

49



Wh LL274A

Cr LL274B

Ni LL274C

Tractos 1W

Wh LL274E

Cr LL274F

Ni LL274G

130 lm

107 lm

100 lm

Non Dimmable Drivers Accessories

www.asco-lifestyle.co.uk  01612070212

Colours

130 lm

107 lm

100 lm

Colours

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Beam
Angle

Beam
Angle

10
30
50
70
120

10
30
50
70
120

Small ceiling light for two applications:

001 630 mA 12 cm

Ø30

30

 30

30

Red

Green

Blue

Amber

Red

Green

Blue

Amber

0,011 Kg

0,016 Kg

LL9147
Min 1 - Max 2 Articles 
Output: 630mA

13822

20

LL9164
Min 1 - Max 6 Articles 
Output: 630mA

107
27

48

LL4766
Min 6 - Max 12 Articles 
Output: 630mA

103

2758 30

42

25

Included

LL4349
Controcassa
Outer casing

Wh LL274H

Cr LL274I

Ni LL274J

130 lm

107 lm

100 lm

Colours
Beam
Angle

10
30
50
70
120

Red

Green

Blue

Amber
0,014 Kg

Wh LL274K

Cr LL274L

Ni LL274M

130 lm

107 lm

100 lm

Colours
Beam
Angle

10
30
50
70
120

Red

Green

Blue

Amber
0,018 Kg

Ø30

Ø23

min 10
20

30

Ø20

 30

Ø23

min 10
20

30

Ø20

Micro

0,3 Kg

www.asco-lifestyle.co.uk  01612070212

TS28A

Bl TS28B

Wh TS28C

WC TS28D

Wb

BG TS28E

I P
20 0,3

115

35

   MICROSCOOP WALL ADAPTER 
 TEXT. BLACK

TS28F

 MICROSCOOP WALL ADAPTER 
 TEXT. WHITE

TS28G

51



Wh LL34A

Cr LL34B

Ø15

Beril 1W
Recessed LED Crystal can be placed in ceilings or walls to add a feature to any space. Small refrections of light is cast from 
each crystal adding a unique layer of lighting.

Beril Kit 12x1W 

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

LL9162
Min 1 - Max 12 Articles 
Output: 350mA

107

27

48

Non Dimmable Drivers Accessories

4

0,019 Kg

Cr RG39B

Non Dimmable Driver INC

www.asco-lifestyle.co.uk  01612070212

130 lm

107 lm

Colours

0,5 Kg

130 lm

Colours

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

min 10

Ø20

23

14

30

Ø13

Ø17

Ø20

35

Included

LL4335
Controcassa
Outer casing

350 mA 12 cm

12 cm

IP 20
1 WATT
POWER

350 mA

Application example 

107

27

48

2 m

1m

LIN
E

 O
U

T

+
-

DRIVER INCLUDED

Ø15

min 10

Ø20

23

14

30

Ø13

Accessories

Ø17

Ø20

35

Included

LL4335
Controcassa
Outer casing

Recessed LED Crystal Kit can be placed in ceilings or walls to add a feature to any space. Small refrections of light is cast from 
each crystal adding a unique layer of lighting.

53



6. Plaster Collection



TR42A

TR42B

Gyp 
Plaster recessed lighting �xture �tted with �xed optical compartment. Dichroic or LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

1,52

1,52

m3

0,004

0,004LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

7,3W LED
    Array
7,3W LED
    Array

lm

900

860

TR42C

Lamp Kg

1,32

m3

0,004

  Bulb 
Holder

QPAR16 GU10
max 35W-240V

H mm

122/156

TR0840

126x126

116

176

70
15

H

116

176

70
15

H

TR42D
QR-CBC 51 GU5.3
   max 35W-12V

1,29 0,004 106

Sandblasted glass.

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3 20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

TR43A

TR43B

Gyp Double
Plaster recessed lighting �xture �tted with double �xed optical compartment. Dichroic or LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

2,52

2,52

m3

0,019

0,019LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

 2x 7,3W
LED Array

lm

900

860

TR43C

Lamp Kg

1,32

m3

0,004

  Bulb 
Holder

2X QPAR16 GU10
  max 35W-240V

H mm

122/156

TR43D
2X QR-CBC 51 GU5.3
     max 35W-12V

1,29 0,004 106

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3 20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

196x126

11670

246

140186

15
H

 2x 7,3W
LED Array

11670

246

140186

15
H

57



TR48A

TR48B

Plaster 
Plaster recessed lighting �xture with �xed optical compartment. Dichroic or LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

0,73

0,73

m3

0,005

0,005LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

7,3W LED
    Array
7,3W LED
    Array

lm

900

860

TR48C

Lamp Kg

0,73

m3

0,005

  Bulb 
Holder

QPAR16 GU10
max 35W-240V

H mm

122/152

TR0840

126x126

TR48D
QR-CBC 51 GU5.3
   max 35W-12V

0,73 0,005 107

Sandblasted glass.

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3 20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

H

176

116

70

H: 100 mm (60990 )
  122/152 mm (61210 )
 107 mm (61200 )

116

70

H

176

116

70

H: 100 mm (60990 )
  122/152 mm (61210 )
 107 mm (61200 )

116

70

TR49A

TR49B

Plaster Double
Plaster recessed lighting �xture with double �xed optical compartment. Dichroic or LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

2,52

2,52

m3

0,019

0,019LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

 2x 7,3W
LED Array

lm

900

860

TR49C

Lamp Kg

2,26

m3

0,007

  Bulb 
Holder

2X QPAR16 GU10
  max 35W-240V

H mm

190

TR49D
2X QR-CBC 51 GU5.3
     max 35W-12V

2,20 0,007 190

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3 20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

 2x 7,3W
LED Array

250x103

240
300

60

H

93
70

240
300

60

H

93
70

TR0840
Sandblasted glass.

59



 

TR52A

TR52B

Gyp Adjustable
Plaster recessed lighting �xture with adjustable optical compartment. Diachronic light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

0,75

0,75

m3

0,002

0,002LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

   7,3W
LED Array

lm

900

860

TR52C

Lamp Kg

1,102

m3

0,006

  Bulb 
Holder

  QPAR16 GU10
  max 35W-240V

H mm

128/162

TR52D
  QR-CBC 51 GU5.3
     max 35W-12V

0,006 109

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3 20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

   7,3W
LED Array

132x135

210150 100

+/- 30°

15

H

210150 100

+/- 30°

15

H

1,102

61



 

TR60A

TR60B

Gyp round
Plaster recessed lighting �xture with �xed optical compartment. Dichroic LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

0,43

0,43

m3

0,005

0,005LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

   7,3W
LED Array

lm

900

860

TR60C

Lamp Kg

0,43

m3

0,005

  Bulb 
Holder

  QPAR16 GU10
  max 35W-240V

H mm

77/107

TR60D
  QR-CBC 51 GU5.3
     max 35W-12V

0,005 60

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

  

Transformer

   7,3W
LED Array

0,43

TR60E

TR60F

LED

Lamp
   LED 
Colour

N

W

Kg

0,65

0,65

m3

0,005

0,005LED

 Light 
Source

      7,3W LED
         Array 

lm

900

860
      7,3W LED
         Array

LL9017
1

Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Min  - Max 12 

61350
61250

61240

Ø100

61330
61230

61220

Ø126

TR60G

Lamp Kg

0,65

m3

0,005

  Bulb 
Holder

  QPAR16 GU10
  max 35W-240V

H mm

122/152

TR60H
  QR-CBC 51 GU5.3
     max 35W-12V

0,005 1070,65

TR1360
Recessed housing for brick/
concrete walls.

20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

TR0860
Sandblasted glass.

TR61A

TR61B

Gyp round double
Plaster recessed lighting �xture with double �xed optical compartment. Dichroic or LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

2,62

2,62

m3

0,019

0,019LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

  2x 7,3W
LED Array

lm

900

860

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

  

Transformer

  2x 7,3W
LED Array

TR61E

TR61F

Lamp
   LED 
Colour

N

W

Kg

2,16

2,10

m3

0,019

0,019

 Light 
Source

2x QPAR16 
GU10 max
35W-240V

H mm

172

172

LL9017
1

Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Min  - Max 12 

20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

196x126

186

246

140

60

H

11670

186

246

140

60

H

11670

2x QR-CBC51
  GU5.3 max
   35W-12V

63



 

TR58A

TR58B

Gyp Deep
Plaster recessed lighting �xture with �xed optical compartment. Dichroic or LED light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

1,20

1,20

m3

0,007

0,007LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

   7,3W
LED Array

lm

900

860

TR58C

Lamp Kg

0,82

m3

0,007

  Bulb 
Holder

  QPAR16 GU10
  max 35W-240V

H mm

201/153

TR58D
  QR-CBC 51 GU5.3
     max 35W-12V

0,007 170

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

  

20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

   7,3W
LED Array

0,79

LL9017
1

Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Min  - Max 12 

246

H

170

246

H

170

180x180
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TR56A

TR56B

Hole
Plaster recessed lighting �xture with adjustable optical compartment. Diachronic light source.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

1,30

1,30

m3

0,009

0,009LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

   7,3W
LED Array

lm

900

860

TR56C

Lamp Kg

1,30

m3

0,009

  Bulb 
Holder

  QPAR16 GU10
  max 35W-240V

H mm

106

TR56D
  QR-CBC 51 GU5.3
     max 35W-12V

0,009 123/153

Drivers

22,5

87

39

TR2423 8W 200mA 40V (LED)

  

20

128

33

28

123

38

TR7350 1- 70W 12V (HALO)
1 - 50W 12V (LED)

TR3510 20 - 105W 12V

Transformer

   7,3W
LED Array

1,30

15 H

180
180

242

H: 98 mm (61340 )
  106 mm (60970 )
 123/153 mm (60980 )

190X190 

15

H

250
250

312
+/-45°

350°

TR56E

TR56F

LED

Lamp
   LED 
Colour

N

W

Kg

2,65

2,65

m3

0,015

0,015LED

 Light 
Source

      13W LED
 Array 53degree

lm

1588

1525

TR56G

Lamp Kg

2,65

m3

0,015

  Bulb 
Holder

  QR111 G53
max 65W - 12V

H mm

173

      13W LED
 Array 53degree

260X260 

27,5

114

45

TR2425 16W 350mA 46V (LED)
art: 62690 - 62690W

LL9017
1

Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Min  - Max 12 
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TR33A

LL33B

Curve
Plaster semi-recessed lighting �xture with �xed optical compartment. LED light source for direct downlighting. Driver not included. It 
must be installed upline in the connector box.

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

Non Dimmable Drivers

Accessories

www.asco-lifestyle.co.uk  01612070212

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

15°

170X170 

LED

Lamp
   LED 
Colour

N

W

Kg

1,1

1,1

m3

0,010

0,010LED

 Light 
Source

1LED x 1W

1LED x 1W

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

TR260
Recessed housing for brick walls.
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TR39A

TR39B

Slim Floor
Plaster recessed lighting �xture with �xed optical compartment. LED light source for direct downlighting. Driver included.

Accessories

www.asco-lifestyle.co.uk  01612070212

LED

Lamp
   LED 
Colour

N

W

Kg

1,90

1,90

m3

0,013

0,013LED

 Light 
Source

1LED x 2W -240v

415x105

31
0

40
5

32
0

156
45

95 15
70

1LED x 2W -240v

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

43
7

165

76

TR290
Recessed housing for brick.
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TR37A

TR37B

Slim
Plaster semi-recessed lighting �xture with �xed optical compartment. LED light source for direct downlighting. Driver not included. It 
must be installed upline in the connector box.

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

Non Dimmable Drivers Accessories
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LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Driver

141

149

30,3

170X170 

LED

Lamp
   LED 
Colour

N

W

Kg

0,48

0,48

m3

0,005

0,005LED

 Light 
Source

1LED x 1W

1LED x 1W

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

Tall Slim

19
0

TR37C

TR37D

LED

Lamp
   LED 
Colour

N

W

Kg

0,57

0,57

m3

0,005

0,005LED

 Light 
Source

1LED x 1W

1LED x 1W

17
2 

- 
23

2

140

51

TR1270 (h. 172 mm)  
TR1280 (h. 232 mm)

Recessed housing for brick walls.

Drivers
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TR41A

TR41B

Square
Plaster recessed lighting �xture �tted with �xed optical compartment and satin-�nished glass di�user. Fluorescent or LED light source for 
direct downlighting or the ceiling. Electronic power supply unit included.

Accessories
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LED

Lamp
   LED 
Colour

N

W

Kg

4,42

4,42

m3

0,029

0,029LED

 Light 
Source

19

100

TR830
Shim kit for installation on 12.5mm thick 
plasterboard.

61390
60940

325X350 

4LED x 2W
(8W)-240V
4LED x 2W
(8W)-240V

lm

348

336

TR41C

Lamp
   LED 
Colour

N

Kg

4,42

m3

0,029

  Bulb 
Holder

4LED x 2W
(8W)-240V

H mm

391

61390
60940

TR290
Recessed housing for brick.

75



   7. Linear Profiles



TR18A

TR18B

TR18C

Lylo
Profiles specially designed to be mounted recessed on 12.5mm-thick double-layer plasterboard partitions and false ceilings. 
The light charm enhances architectural elements and spaces.

TR18D

TR18E

TR18F

89145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

4www.asco-lifestyle.co.uk  01612070212

1

Quantity

13
0

43

90

25

12,5

93

14
5

18
5

25

12,5

14
0

18
0

25

12,5

3

5

L mm

1000

1000

1000

Kg

0,97

1,77

2,54

m3

0,015

0,015

0,033

1

Quantity

3

5

L mm

1000

1000

1000

Kg

1,10

2,19

3,04

m3

0,017

0,033

0,033

1

Quantity

3

5

L mm

1000

1000

1000

Kg

1,14

2,34

3,54

m3

0,017

0,033

0,033

TR18D

TR18E

TR18F

Strip 120 LEDs/m

Required Accesories

Non Dimmable Drivers

TR9408   Min 0,1 - Max 0,5 m

13822

20

1 m

Max 60 m

TR9487   Min 0,1 - Max 1,5 m

107

27

48

Max 40 m

TR4829   Min 0,1 - Max 2,5 m

103

2758

Max 25 m

1m 3m 0,3m

TR9125 

Extension 3m

TR9121 

Connector cable

TR9119 

Multiple connector

TR9123 

Extension 1m
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TR16A

TR16B

TR16C

Lylo
The profile silhouette allows it to be mounted recessed on 12.5mm-thick double-layer plasterboard partitions to create light 
effects that enhance the perception of the space.

TR16D

TR16E

TR16F
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1

Quantity

3

5

L mm

1000

1000

1000

Kg

1,38

3,06

4,85

m3

0,017

0,033

0,048

1

Quantity

3

5

L mm

1000

1000

1000

Kg

1,24

2,55

  4

m3

0,015

0,033

0,048

1

Quantity

3

L mm

1000

1000

Kg

1,95

3,25

m3

0,048

0,048

TR16D

TR16E

Strip 120 LEDs/m

Required Accesories

Non Dimmable Drivers

TR9408   Min 0,1 - Max 0,5 m

13822

20

1 m

Max 60 m

TR9487   Min 0,1 - Max 1,5 m

107

27

48

Max 40 m

TR4829   Min 0,1 - Max 2,5 m

103

2758

Max 25 m

1m 3m 0,3m

TR9125 

Extension 3m

TR9121 

Connector cable

TR9119 

Multiple connector

TR9123 

Extension 1m

17
2

13
2

25 25

12,5

14
9

25 25

12,5

10
9

25 30

155

19
0,

5

16
3

81



TR20A

TR20B

Lylo
Designed to be mounted recessed on 12.5mm-thick plasterboard false ceilings, these profiles are perfect to highlight the 
features of every type of environment through symmetric or asymmetric light beams.

TR20D

TR20E

TR20F
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1

Quantity

3

L mm

1000

1000

Kg

1,51

3,56

m3

0,017

0,048

1

Quantity

3

5

L mm

1000

1000

1000

Kg

1,29

2,79

  4,40

m3

0,017

0,033

0,048

Strip 120 LEDs/m

Required Accesories

Non Dimmable Drivers

TR9408   Min 0,1 - Max 0,5 m

13822

20

1 m

Max 60 m

TR9487   Min 0,1 - Max 1,5 m

107

27

48

Max 40 m

TR4829   Min 0,1 - Max 2,5 m

103

2758

Max 25 m

1m 3m 0,3m

TR9125 

Extension 3m

TR9121 

Connector cable

TR9119 

Multiple connector

TR9123 

Extension 1m

165

35

115

12
,5 69

30

180

130

12
,5 36

60
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Wh TA779A

Bl TA779B

One Pro�le
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One Pro�le Recessed

One Pro�le Slim

One Pro�le Wall

AA TA779C

AA TA779C

I P
40

Wh TA779D

Bl TA779E

AA TA779F         

Wh TA779G

Bl TA779H

AA TA779I       

2700K 3000K 4000K

MEDIUM POWER HIGH POWER MEDIUM POWER HIGH POWER MEDIUM POWER HIGH POWER

TA52210 TA52250 TA52220 TA52260 TA52230 TA52270

9,6W/ m 14,4W/ m 9,6W/ m 14,4W/ m 9,6W/ m 14,4W/ m

640 lm/ m 1200 lm/ m 640 lm/ m 1200 lm/ m 660 lm/ m 1320 lm/ m

10 meter 5 meter 10 meter 5 meter 10 meter 5 meter

RED AMBER GREEN ROYAL BLUE RGB

MEDIUM POWER MEDIUM POWER MEDIUM POWER MEDIUM POWER MEDIUM POWER

TA52410 TA52510 TA52610 TA52710 TA81095

9,6W/ m 9,6W/ m 9,6W/ m 9,6W/ m 14.4W/ m

170 lm/ m 180 lm/ m 400 lm/ m 160 lm/m 480lm/ m

10 meter 10 meter 10 meter 10 meter 5 meter
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Wh TS121A

Al TS121B

Two Recessed
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65
65

52

S

H

65
65

52

8

Wh TS121C

TS121DAl

Black and any
RAL colour on 
request

Black and any
RAL colour on 
request
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Ductron
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45

100

62

32

60°

I P
40

2700K 3000K 6250K

L OW P OWE R HIGH P OWE R L OW P OWE R HIGH P OWE R L OW P OWE R HIGH P OWE R

TS81079 TS81073 TS81072 TS81075 TS81070 TS81074

4,8W/ m 19,2W/ m 4,8W/ m 19,2W/ m 4,8W/ m 19,2W/ m

300 lm/ m 816 lm/ m 300 lm/ m 816 lm/ m 390 lm/ m 1020 lm/ m

R ED YE LL OW GR EEN R OYAL BLU E R GB

L OW P OWE R L OW P OWE R L OW P OWE R L OW P OWE R L OW P OWE R

TS81045 TS81055 TS81065 TS81085 TS81095

4,8W/ m 4,8W/ m 4,8W/ m 4,8W/ m 14,4W/ m

162 lm/ m 220 lm/ m 114 lm/ m 51 lm/m 480 lm/ m
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8. LED Uplighters



RG87A

Visa
Walk-over recessed spotlight with minimum thickness, suitable for installation on wooden, ceramic, tiled �oors, or on baseboards or 
carpets. Thanks to a very low operating temperature, Visa does not harm the material where it is installed and does not cause overheating.
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1

Watt
   LED 
Colour

C

Kg

0,030

Lumens

32

Optic

DIFF

IP 40
2 WATT
POWER

630 mA220 V

Watt
   LED 
Colour Kg LumensOptic

IP 44
1 WATT
POWER

24 V DC 12 cm35˚ C

6

Ø35

1,5

Ø30

Cr

Ni

Ni

RG87B

RG87C

1

1

W

W

DIFF

DIFF

0,030

0,030

43

43

61,5

35

Ø30

Cr

Ni RG87D

RG87E

1

1

W

W

DIFF

DIFF

0,020

0,020

43

43

min 1 - Max 12
220 mA articles

107
27

48

Non Dimmable Drivers
RG9161
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LL503A

LL503B

LL503C

LL503D

Berry 1W

0,066 Kg

130 lm

107 lm

100 lm

Non Dimmable Drivers

Accessories

0,062 Kg
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Colours

130 lm

107 lm

100 lm

Colours

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

001 350 mA 1 m 40°

Walk-over spotlight, cable provided. Application with outer casing or recessed with springs. Brass or Inox case.

min 10

Ø35

23

Ø35

Ø29

min 10

23

Ø29
 35

 35

0,65

0,65

Cr

Ni

Is

Wh

Gr LL503E

LL503F

LL503G

LL503H

LL503I

Cr

Ni

Is

Wh

Gr LL503J

Di�used

15°

30°

60°

Optics

Di�used

15°

30°

60°

Optics

28

60

49
31

35

42

Included

LL4336 

Outer casing

LL4915 

Outer casing

LL9419
Min 1 - Max 2 Articles 
Output: 350mA

65

74
27

65

74
27

LL9421
Min 3 - Max 6 Articles 
Output: 350mA

80

100
31

LL9158
Min 1 - Max 12 Articles 
Output: 350mA
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Nitro 0.6/1W

Non Dimmable Drivers
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Colours

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Accessories

Recessed spotlight for installation in existing flooring. Anodised aluminium body with 10-mm toughened glass. Recessed optics for anti-glare ct. 
Can be used as a path marker or to create light e cts on outside walls.

Al LL524A

001 1,5 m 40° 2000 Kg

Beam
angle

08°

15°

30°
60°

120°

47

Ø45

4

220 mA

83 lm

69 lm

64 lm

350 mA

130 lm

107 lm

100 lm

0,3 Kg

47

Ø45

8,5

 65

Colours

Al LL524B

Beam
angle

220 mA

83 lm

69 lm

64 lm

350 mA

130 lm

107 lm

100 lm

0,35 Kg

220 mA

350 mA

08°

15°

30°
60°

120°

220 mA

350 mA

65

74
27

LL9421
Min 3 - Max 6 Articles 
Output: 350mA

80

100
31

LL9158
Min 1 - Max 12 Articles 
Output: 350mA

80

100
31

LL9157
Min 1 - Max 12 Articles 
Output: 220mA
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   9. Architectural Wall Lights



Cascade MR16
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KR56A

Wh KR56B

GR 230V/12V IP20 50W GU5,3

Fitting Max 
Watt

IPVoltage

230V/12V IP20 50W GU5,3

L x W x H - 245 x 80 x 60

KR56C

Wh KR56D

GR 230V IP20 50W/11WGU10

Fitting Max 
Watt

IPVoltage

230V IP20 50W/11WGU10

L x W x H - 245 x 80 x 60

KR56E

Wh KR56F

GR 230V IP20 8,4W

 Max 
Watt

IPVoltage

230V IP20 8,4W

L x W x H - 245 x 80 x 60

Cascade QPAR 16

Cascade LED

(More options available)
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Wh LL80A

Cr LL80B

Ni LL80C

Pegasis 2W

0,240 Kg

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers
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130 lm

107 lm

100 lm

Colours

141

149

  noissime elbuod ,detnuom llaW spotlight manufactured entirely in aluminium.

001 350 mA 120 mm

130 lm

107 lm

100 lm

+

+

+

Beam
angle
05°

30°

50°

70°

120°Red

Green

Blue

Amber

Installation Info

Max 1 Article 
Output: 350mA

13822

20

Min 1 - Max 3 Articles 
Output: 350mA

13822

20

Min 1 - Max 6 Articles 
Output: 350mA

107

27

48

LL9162LL9145LL9144

30,3
Included

Ø25

Ø30

42

LL4349 
Controcassa
Outer casing

24 44

Ø42

66

2410

47

m
in

 1
0

2420

20

Ø42

66
Ø23

Wh LL80D

Cr LL80E

Ni LL80F

0,240 Kg

130 lm

107 lm

100 lm

Colours

130 lm

107 lm

100 lm

+

+

+

Beam
angle
05°

30°

50°

70°

120°Red

Green

Blue

Amber
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Wh LL81A

Cr LL81B

Ni LL81C

Looped 4W

Wh LL81D

Cr LL81E

Ni LL81F

0,450 Kg

520 lm

428 lm

400 lm

0,450 Kg
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Colours

520 lm

428 lm

400 lm

Colours

24 44

Red

Green

Blue

Amber

Beam
angle
05°

30°

50°

70°

120°Red

Green

Blue

Amber

Beam
angle
05°

30°

50°

70°

120°

Installation Info

001 350 mA 120 mm

Aluminium wall light. It can be mounted on the wall using brackets or on false ceilings using self-retaining clips or recessed housing. Four-way emission.

35

 75

57

54 0,650

0,650
20

35

 75

Ø20

Ø23

min 10

Non Dimmable Drivers

LL9145
Max 1 Article 
Output: 350mA

13822

20

LL9162
Min 1 - Max 3 Articles 
Output: 350mA

107

27

48

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers

141

149

Included

Ø25

Ø30

42

LL4349 

Outer casing

 100

36

79

24

Wh LL81G

Cr LL81H

Ni LL81I

0,750 Kg

520 lm

428 lm

400 lm

Colours

Red

Green

Blue

Amber

Beam
angle
05°

30°

50°

70°

120°

2,030

001 350 mA 120 mm
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Wh LL77A

Cr LL77B

Ni LL77C

Stil 2W

Wh LL77E

Cr LL77F

Ni LL77G

0,240 Kg

130 lm

107 lm

100 lm

0,120 Kg

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers
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Colours

130 lm

107 lm

100 lm

Colours

141

149

  noissime elbuod ,detnuom llaW spotlight manufactured entirely in aluminium.

001 350 mA 120 mm

24 44

10

6647

24

Ø35

6624 44

 40

130 lm

107 lm

100 lm

130 lm

107 lm

100 lm

+

+

+

+

+

+

Red

Green

Blue

Amber

Beam
angle
05°

30°

50°

70°

120°Red

Green

Blue

Amber

Beam
angle
05°

30°

50°

70°

120°

Installation Info

Max 1 Article 
Output: 350mA

13822

20

Min 1 - Max 3 Articles 
Output: 350mA

13822

20

Min 1 - Max 6 Articles 
Output: 350mA

107

27

48

LL9162LL9145LL9144

30,3

Wh LL78A

Cr LL78B

Ni LL78C

130 lm

107 lm

100 lm

Colours

130 lm

107 lm

100 lm

+

+

+

Red

Green

Blue

Amber

Beam
angle
05°

30°

50°

70°

120°

0,240 Kg

 40

20

20 66

m
in

 1
0

Ø23

Included

Ø25

Ø30

42

LL4349 
Controcassa
Outer casing

107



Wh LL72A

Cr LL72B

Ni LL72C

LL72D

Lant 1W

Lant 2W

LL9144
Min 1 - Max 2 Articles 
Output: 350mA

13822

20

LL9145
Min 3 - Max 6 Articles 
Output: 350mA

13822

20

LL9162
Min 1 - Max 12 Articles 
Output: 350mA

107

27

48

Non Dimmable Drivers Accessories

0,072Kg

Wh LL58I

Cr LL58J

Ni LL58K

LL58L

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Non Dimmable Drivers Dimmable Drivers Accessories

LL9147
Min 1 - Max 2 Articles 
Output: 630mA

13822

20

LL9164
Min 1 - Max 6 Articles 
Output: 630mA

107
27

48

LL4766
Min 6 - Max 12 Articles 
Output: 630mA

103

2758
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130 lm

107 lm

100 lm

Colours

0,191Kg

211 lm

174 lm

162 lm

Colours

141

149

30,3

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Beam 
Angle

Beam 
Angle

10°

30°

50°

Recessed brass spotlight for false ceilings or with outer casing. Brass body.

001 350 mA 630 mA 120 mm

Br

min 10

24

Ø16

 22

22

Ø18

Ø21,5

Ø25

37

Included

LL4337
Controcassa
Outer casing

Br

Red

Green

Blue

Amber

Red

Green

Blue

Amber

Ø25

Ø30

42

84349 
Controcassa
Outer casing

Included

10°

30°

50°

 30

min 10

26

30

Ø20
Ø24

109



Wh RG81A

RG81B On/O� button

Skate 1.5W 
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Colours

Skate square 1.5W

IP 40
2 WATT
POWER

500 mA220 V

rubber arm with round section, for wall surface mounting.

Wh

rubber arm with round section, for wall surface mounting.

Ø 7

Ø 4

42

140 lm

0,320 Kg

0,05 m³

6

2

11

45

Wh RG81C

RG81D On/O� button

Colours

Wh

140 lm

0,370 Kg

0,05 m³

111



RG85A

Enfraim 2W 

Colours

Wall light consisting of a �exible arm, with On/O� switch integrated on head and a round base for wall surface mounting. Metal structure.            

127 lm

IP 40
2 WATT
POWER

630 mA220 V

Ø80

30

Ø10

35
0 110

0,340 Kg

0,0043 m³

Ni

Beam
angle

50°

On/O�  switch on head
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10. Exterior Lighting



Cicle

Accessories

Accessories
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TR356A

TR356B

LED

Lamp
   LED 
Colour

N

N

Kg

0,63

0,63

m3

0,003

0,003LED

 Light 
Source

   1LED X 2W
(2W)100/240V

IP 65 IK08 

Single emission electropolished AISI 316 stainless steel post for oitdoor use, also avaialble in the polyester powder-coated metal (double 
galvanising cycle) version. LED light source and dedicated optics.

Ø50

Ø85

45° 20
0

46

60°

70
0

ø80

60°

35
0

ø80

Ø50

45°

Ø95

46
49

6

45°

45°

Ø50

46
49

6

Ø95

88

30
0

Ø 95

11
0

13
7

Ø 95

150

TR356H

screws.

TR356G
Stainless steel bracket 

   1LED X 2W
(2W)100/240V

lm

180

180

Optics

60

60

TR356C

TR356D

LED

Lamp
   LED 
Colour

N

N

Kg

1,24

1,24

m3

0,008

0,008LED

 Light 
Source

   1LED X 2W
(2W)100/240V
   1LED X 2W
(2W)100/240V

lm

180

180

Optics

60

60

TR356E

TR356F

LED

Lamp
   LED 
Colour

N

N

Kg

1,26

1,26

m3

0,008

0,008LED

 Light 
Source

   2LED X 2W
(4W)100/240V
   2LED X 2W
(4W)100/240V

lm

360

360

Optics

60

60

(Also available in warm white)

IP 65 IK08 

Electropolished AISI 316 stainless steel post for outdoor use, also available in the polyester powder-coated metal (double galvanising 
cycle) version. Three LED light sources at 120degrees and dedicated optics. Resin-potted driver included.

Ø50

Ø85

45° 20
0

46

60°

70
0

ø80

60°

35
0

ø80

Ø50

45°

Ø95

46
49

6

45°

45°

Ø50

46
49

6

Ø95

88

130

30
2

35
0

Ø76,1

200

TR357F

screws.

TR357E
Stainless steel bracket 

TR357A

TR357B

LED

Lamp
   LED 
Colour

N

N

Kg

3,10

3,10

m3

0,012

0,012LED

 Light 
Source

  3LED X 2W
(6W)100/240V
  3LED X 2W
(6W)100/240V

lm

540

540

Optics

60

60

TR357C

TR357D

LED

Lamp
   LED 
Colour

N

N

Kg

6,00

6,00

m3

0,022

0,022LED

 Light 
Source lm

540

540

Optics

60

60

(Also available in warm white)

  3LED X 2W
(6W)100/240V
  3LED X 2W
(6W)100/240V
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Cicle Wall
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Single or double emission lighting �xtures for outdoor wall - and ceiling-mounting. Electropolished AISI 316 stainless steel casing, also 
available in the polyester powder-coated metal (double galvanising cycle) version. LED light source with dedicated optics.

IP 65 IK08

140

Ø50

30°

24
3

56

TR411A

TR411C

LED

Lamp
   LED 
Colour

N

N

Kg

0,66

0,66

m3

0,003

0,003LED

 Light 
Source

   2 X 2W (4W)
     100/240V

lm

360

360

Optics

60

60    2 X 2W (4W)
     100/240V

Ø50

17
5

TR411B W 0,66 0,003LED 28060    2 X 2W (4W)
     100/240V

TR411D W 0,66 0,003LED 28060    2 X 2W (4W)
     100/240V

TR411E

TR411G

LED

Lamp
   LED 
Colour

N

N

Kg

0,4

0,4

m3

0,003

0,003LED

 Light 
Source

   1 X 2W (2W)
     100/240V

lm

180

180

Optics

60

60    1 X 2W (2W)
     100/240V

TR411F W 0,4 0,003LED 14460    1 X 2W (2W)
     100/240V

TR411H W 0,4 0,003LED 14460    1 X 2W (2W)
     100/240V
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Tràddel  GARDEN & PARKS338

16
5

480

80
40

Luminaria de luz indirecta para aplicación de 
-

scente. Cuerpo de aluminio principal pintado 
con pintura de poliéster de alta resistencia y 

-
carbonato opalino.

Настенный или напольный светильник 
отраженного света с флуоресцентным 
источником света. Корпус из первичного 
алюминия, покрытый высокопрочным 
полиэстером, и предварительная 
защитная обработка; крепежные элементы 
выполнены из стали. Опаловый диффузор 
из поликарбоната.

Retta
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TR342A

TR342B

Lamp Kg

1,10

1,10

m3

0,004

0,004

  Light 
Source

5W-180/260V
         LED

TR342C 1,10 0,004

code lamp bulb holder kg m³

B4 63534  TC-L 2G11 24W - 240V 1,87 0,007

A5 63535  TC-L 2G11 24W - 240V 1,87 0,007

A6 63536  TC-L 2G11 24W - 240V 1,87 0,007

IP 55 IK08 

I: 120 cd/klm

70°

90°

60°

30°0°

140° - (2x70°)

16
5

Lighting �xture for ground mounting with di�used light emission. Technical wood casing with grained or smooth surface in the oak or 
aluminium grey colour version respectively. The �xing elements are made of stainless steel while the di�user is made of polymethylmeth-
acrylate. LED strip light source.

IP 65 IK05

40 130

320

70

40

70

130

320

40

70

130 320

115 75

7040

35
0

115 75

7040

60
0

115 75

7040

H

Wall-mounted lighting �xture for front di�used lighting or directed along the wall. Technical wood casing with grained or smooth surface 
in the teak or aluminium grey colour version respectively. The �xing elements are made of stainless steel while the di�user is made of 
satin �nished polymethylmethacrylate. LED strip light source.

TR342D

LED

LED

LED

LED

5W-180/260V
         LED
5W-180/260V
         LED
5W-180/260V
         LED

1,10 0,004

lm

400

320

400

320

TR342E

TR342F

Lamp Kg

0,96

0,96

m3

0,004

0,004

  Light 
Source

5W-180/260V
         LED

TR342G 0,96 0,004

TR342H

LED

LED

LED

LED

5W-180/260V
         LED
5W-180/260V
         LED
5W-180/260V
         LED

0,96 0,004

lm

400

320

400

320

IP 65 IK05

115 75

7040

H

TR343A

TR343B

Lamp Kg

1,54

1,54

m3

0,004

0,004

  Light 
Source

5W-180/260V
         LED

TR343C 1,54 0,004

TR343D

LED

LED

LED

LED

5W-180/260V
         LED
5W-180/260V
         LED
5W-180/260V
         LED

1,54 0,004

lm

400

320

400

320

TR343E

TR343F

Lamp Kg

1,91

1,91

m3

0,007

0,007

  Light 
Source

5W-180/260V
         LED

TR343G 1,91 0,007

TR343H

LED

LED

LED

LED

5W-180/260V
         LED
5W-180/260V
         LED
5W-180/260V
         LED

1,91 0,007

lm

400

320

400

320

H

350

350

350

350

600

H

600

600

600
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Bollard 1

Resinpotted electronic driver included. 

Accessories

Accessories
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TR318A

TR318B

LED

Lamp
   LED 
Colour

N

N

Kg

0,95

0,95

m3

0,003

0,003LED

 Light 
Source

   2,5W - 200/
240V LED STRIP

TR318C

TR318D

TR318E

TR318F

TR318G

TR318H

LED

LED

LED

LED

LED

LED

N

N

N

N

N

N

0,95

2,01

2,01

2,01

2,80

2,80

0,003

0,005

0,005

0,005

0,007

0,007

IP 65 IK07 

H

47

H lmEmission

   2,5W - 200/
240V LED STRIP
   2,5W - 200/
240V LED STRIP

  4W - 200/240V
       LED STRIP
  4W - 200/240V
       LED STRIP

  4W - 200/240V
       LED STRIP
  6W - 200/240V
       LED STRIP
  6W - 200/240V
       LED STRIP

TR318H LED N 2,80 0,007  6W - 200/240V
       LED STRIP

210

210

210

410

410

410

610

610

610

354

354

354

654

654

654

954

954

954

160

160

160

320

320

320

480

480

480

33
1,

5

180

47

70

40

TR318I
Stainless steel log bolts with position template.

Single Emission

(Double emission is also available)

33
1,

5

180

47

70

40

TR318M
Stainless steel log bolts with position template.

H

4770

IP 65 IK07 

TR318G

TR318H

LED

Lamp
   LED 
Colour

N

N

Kg

1,92

1,92

m3

0,005

0,005LED

 Light 
Source

    12W - 200/
240V LED STRIP

TR318I

TR318J

TR318K

TR318L

LED

LED

LED

LED

N

N

N

N

1,92

2,70

2,70

2,70

0,005

0,007

0,007

0,007

H lm

    12W - 200/
240V LED STRIP
   12W - 200/
240V LED STRIP

  18W - 200/240V
       LED STRIP
  18W - 200/240V
       LED STRIP

  18W - 200/240V
       LED STRIP

612

612

612

912

912

912

960

960

960

1440

1440

Double Emission

1440

TR318A

TR318B

LED

Lamp
   LED 
Colour

N

N

Kg

1,90

1,90

m3

0,005

0,005LED

 Light 
Source

    6W - 200/
240V LED STRIP

TR318C

TR318D

TR318E

TR318F

LED

LED

LED

LED

N

N

N

N

1,90

2,68

2,68

2,68

0,005

0,007

0,007

0,007

H lm

    6W - 200/
240V LED STRIP
   6W - 200/
240V LED STRIP

  9W - 200/240V
       LED STRIP
  9W - 200/240V
       LED STRIP

  9W - 200/240V
       LED STRIP

612

612

612

912

912

912

480

480

480

720

720

Single Emission

720

Bollard 2

(More options are available)

123



Tràddel  GARDEN & PARKS338

16
5

480

80
40

Luminaria de luz indirecta para aplicación de 
-

scente. Cuerpo de aluminio principal pintado 
con pintura de poliéster de alta resistencia y 

-
carbonato opalino.

Настенный или напольный светильник 
отраженного света с флуоресцентным 
источником света. Корпус из первичного 
алюминия, покрытый высокопрочным 
полиэстером, и предварительная 
защитная обработка; крепежные элементы 
выполнены из стали. Опаловый диффузор 
из поликарбоната.

Trale
Wall or ground mounted lighting �xture for indirect lighting wiht �uorescent light source. Highly resistant polyester coated primary 
aluminium casing with protective base coat. Steel �xing elements. Opal polycarbonate di�user. 
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TR338A

TR338B

Lamp Kg

1,87

1,87

m3

0,007

0,007

  Bulb 
Holder

 TC-L 2GLL
24W - 240V

TR338C 1,87 0,007

code lamp bulb holder kg m³

B4 63534  TC-L 2G11 24W - 240V 1,87 0,007

A5 63535  TC-L 2G11 24W - 240V 1,87 0,007

A6 63536  TC-L 2G11 24W - 240V 1,87 0,007

IP 55 IK08 

I: 120 cd/klm

70°

90°

60°

30°0°

140° - (2x70°)

16
5

480

80
40

 TC-L 2GLL
24W - 240V
 TC-L 2GLL
24W - 240V

IP 55 IK08 

Ground mounted lighting �xture for indirect lighting wiht �uorescent light source. Highly resistant polyester coated primary aluminium 
casing with protective base coat. Steel �xing elements. Opal polycarbonate di�user. 

19
5

L

80
40

TR338B

Lamp Kg

3,50

3,50

m3

0,013

0,013

  Bulb 
Holder

   T16 G5
24W - 240V

TR338C

4,33 0,018TR338B

TR338C

   T16 G5
24W - 240V
   T16 G5
39W - 240V
   T16 G5
39W - 240V

4,33 0,018

IP 55 IK08 
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Stone
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TR346A

TR346B

Lamp Kg

6,94

6,94

m3

0,0019

0,0019

  Bulb
Holder

TC-L 2G11
18W-240V

TR346C 6,94 0,0019

Double emission lighting �xture for �oor mounting. Linear or compact �uorescent light source with integrated ballast. Quartz composite 
stone causing with hard anodised aluminium internal structure. Stainless steel brackets and silk-screened and sandblasted toughened 
glass di�user.

115 75

7040

H

IP 55 IK05 

Single emission lighting �xture for �oor mounting. Compact �uorescent light source with integrated ballast. Quartz composite stone 
casing with hard anodised aluminium internal structure. Stainless steel brackets and silk-screened and sandblasted toughened glass
di�user.

144

TC-L 2G11
18W-240V
TC-L 2G11
18W-240V

180

4

Ø13

180

TR347G - (For all of the above)

TR347A

TR347B

Lamp Kg

6,36

6,36

m3

0,0019

0,0019

  Bulb
Holder

TC-L 2G11
18W-240V

TR347C 6,36 0,0019

TC-L 2G11
18W-240V
TC-L 2G11
18W-240V

TR347D

TR347E

Lamp Kg

11,4

11,4

m3

0,0030

0,0030

  Bulb
Holder

 T16 G5 2x
18W-240V

TR347F 11,4 0,0030

 T16 G5 2x
18W-240V
 T16 G5 2x
18W-240V

H

H

442

442

442

744

744

744

IP 55 IK05 
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Stone Wall

www.asco-lifestyle.co.uk  01612070212

TR403A

TR403B

Lamp Kg

1,77

1,77

m3

0,007

0,007

  Light 
Source

3W LED Array
   190/250V

TR403C 1,77 0,007

H

IP 55 IK05 

64

lm

400

400

400

LED

LED

LED

3W LED Array
   190/250V
3W LED Array
   190/250V

TR403D

TR403E

Lamp Kg

1,67

1,67

m3

0,007

0,007

  Bulb 
Holder

      QT14 G9
Max 33W-240V

TR403F 1,67 0,007

      QT14 G9
Max 33W-240V
      QT14 G9
Max 33W-240V

96

137

124

TR403G

TR403H

Lamp Kg

2,13

2,13

m3

0,009

0,009

  Light 
Source

6,4W LED Array
     190/250V

TR403I 2,13 0,009

lm

750

750

750

LED

LED

LED

TR403J

TR403K

Lamp Kg

1,94

1,94

m3

0,009

0,009

  Bulb 
Holder

      QT14 G9
Max 33W-240V

TR403L 1,94 0,009

      QT14 G9
Max 33W-240V
      QT14 G9
Max 33W-240V

6,4W LED Array
     190/250V
6,4W LED Array
     190/250V

96

137

224

TR404A

TR404B

Lamp Kg

3,14

3,14

m3

0,013

0,013

  Light 
Source

10W LED SMD
    190/250V

TR404C 3,14 0,013

lm

1160

1160

1160

LED

LED

LED

TR404D

TR404E

Lamp Kg

3,05

3,05

m3

0,013

0,013

  Bulb 
Holder

TC-TEL GX24q-3
   26W - 240V

TR404F 3,05 0,013

 

 

 

10W LED SMD
    190/250V
10W LED SMD
    190/250V

TC-TEL GX24q-3
   26W - 240V
TC-TEL GX24q-3
   26W - 240V

IP 55 IK05 

Quartz composite stone casing with hard anodised aluminium internal structure. Polished AISI 316 stainless steel brackets and sandblast-

(More options are available)
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Stick

Accessories
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TR368A

TR368B

LED

Lamp
   LED 
Colour

N

W

Kg

1,78

1,78

m3

0,02

0,02LED

 Light 
Source

2,5W LED SMD
    190/250V

TR368C

TR368D

TR368E

TR368F

TR368G

TR368H

LED

LED

LED

LED

LED

LED

N

W

N

W

N

W

5W LED SMD
   190/250V

1,78

1,78

3,27

3,27

3,27

3,27

0,02

0,02

0,04

0,04

0,04

0,04

IP 65 IK05 

Floor-mounted lighting �xture with post integrated base and peg or anti-vandal bracket with log bolts. High brightness SMD LED light 
source protected by a satin-�nished di�user to enhance light distribution. 

Accessories

30
0

Ø 95

15
0

19
7

Ø 145

200

TR368I

screws.
-

TR368J
Stainless steel bracket with 

2,5W LED SMD
    190/250V
2,5W LED SMD
    190/250V
2,5W LED SMD
    190/250V

Optics

80

80

80

80

lm

290

232

290

232

Optics

80

80

80

80

lm

580

464

580

464

Lamp
   LED 
Colour Kg m3

 Light 
Source

5W LED SMD
   190/250V

5W LED SMD
   190/250V
5W LED SMD
   190/250V

50
0

Ø 100

231

10
00

Ø 100

272

15
0

19
7

Ø 145

200

TR369E

screws.

Floor-mounted lighting �xture with post integrated base and peg or anti-vandal bracket with log bolts. High brightness SMD LED light 
source protected by a satin-�nished di�user to enhance light distribution.

21
00

Ø 150

354

TR369A

TR369B

TR369C

TR369D

LED

LED

LED

LED

N

W

N

W

7,5W LED SMD
    190/250V 7,14

7,14

7,14

7,14

0,14

0,14

0,14

0,14

Optics

80

80

80

80

lm

860

688

860

688

Lamp
   LED 
Colour Kg m3

 Light 
Source

7,5W LED SMD
    190/250V

7,5W LED SMD
    190/250V
7,5W LED SMD
    190/250V

IP 65 IK05 
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Fual
Fual is a range of products sharing the same distinguishing feature: a square casing. Wall-mounted lighting �xtures are designed to 
enhance the architectural spaces where they are installed. Thanks to special shades or concentrating lenses, the emitted light is particular-
ly impressive yet discrete. Highly resistant polyester coated primary aluminium casing with protective base coat. 
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TR391A

TR391B

Lamp Kg

1,70

1,70

m3

0,003

0,003

  Bulb
Holder

QT14 G9 max
  48W - 240V

TR391C

TR391D

TR391E

1,70

1,70

1,70

0,003

0,003

0,003

TR392A

TR392B

Lamp Kg

4,60

4,60

m3

0,007

0,007

  Bulb 
holder

  QT 18/c B15d
max 100W-240V

TR392C

TR392D

TR392E

TR392F

4,80

4,80

4,60

4,60

0,007

0,007

0,007

0,007

IP 65 IK05 

9070

10
0

100

133

9070

10
0

100

133

9070

10
0

100

133

QT14 G9 max
  48W - 240V

QT14 G9 max
  48W - 240V
QT14 G9 max
  48W - 240V

QT14 G9 max
  48W - 240V

15
3

212

150

IP 65 IK09 

IP 65 IK09 

IP 65 IK09 

  QT 18/c B15d
max 100W-240V

TC-DEL G24q-2
   18W-240V

 QT 18/c B15d
max 75W-240V
 QT 18/c B15d
max 75W-240V

TC-DEL G24q-2
   18W-240V

15
3

212

150

TR393A

TR393B

Lamp Kg

4,70

4,70

m3

0,007

0,007

  Bulb 
holder

  QT 18/c B15d
max 100W-240V

TR393C

TR393D

TR393E

4,90

4,90

4,90

0,007

0,007

0,007

  QT 18/c B15d
max 100W-240V

HIT-TC-CE G8,5  
     70W-240V

IP 65 IK06 

IP 65 IK06 

IP 65 IK06 

HIT-TC-CE G8,5  
     70W-240V

HIT-TC-CE G8,5  
     70W-240V
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Acrox 2W

Non Dimmable Drivers
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Colours

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

149

30,3

Red

Green

Blue

Amber

Accessories

Drive-over recessed spotlight entirely made of stainless steel AISI 316. It is equipped with resin-finished neoprene cable with anti-transpiration 
device. Single emission source with radial light distribution and innovative lens for top performances. It can be mounted on floors and walls. Ideal for 

environments with high salinity levels.

1 m

IP 67
2 WATT
POWER

630 mA

INOX

20J 1500 Kg

211 lm

174 lm

162 lm

Is 9550A

50

10

27

0,174 Kg

Beam
angle

180°

Ø40

Ø27

60

10

40ø

Colours

Red

Green

Blue

Amber

211 lm

174 lm

162 lm

Is 9550B

Beam
angle

180°

0,155 Kg

65

74
27

LL9420
Min 1 - Max 2 Articles 
Output: 630mA

80

100
31

LL9160
Min 1 - Max 6 Articles 
Output: 630mA

92

117
38

LL9168
Min 6 - Max 12 Articles 
Output: 630mA

Included

Ø60

87
Ø32

84918
Controcassa
Outer casing
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Flex
Lighting �xture for ground mounting, with one or more LED light sources. Structure consisting of a plastic base and several burnished
annealed copper stems, that can be shaped according to the user’s taste. Lighting �xture with integrated diode sealed with a special
resin  that makes it waterproof. Driver Included.

Accessories

Accessories
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IP 65

TR380AB

10
50

88

ø100

ø8

ø100

90
0 10

50

88

ø8

ø12ø12

ø100

75
0

90
0 10

50

88

ø8

ø12

ø100

75
0

90
0 10

50

88

ø8

ø12

130

30
2

TR380I

TR380A

TR380B

LED

Lamp
   LED 
Colour

N

W

Kg

1,40

1,40

m3

0,032

0,032LED

 Light 
Source

   1X1,5W
100/240V
   1X1,5W
100/240V

TR380C

TR380D

TR380E

TR380F

TR380G

TR380H

LED

LED

LED

LED

LED

LED

N

W

N

W

N

W

2X1,5W(3W)
  100/240V
2X1,5W(3W)
  100/240V
3X1,5W(4.5W)
   100/240V
3X1,5W(4.5W)
   100/240V
6X1,5W(9W)
  100/240V
6X1,5W(9W)
  100/240V

1,57

1,57

1,74

1,74

2,24

2,24

0,032

0,032

0,032

0,032

0,032

0,032

TR380CD

TR380EF TR380GH

Lighting �xture for semi-recessed ground mounting with one, two or three LED light sources. Burnished brass �xing �ange and burnished 
annealed copper sterns, that can be shaped according to the user’s taste. Lighting �xture with integrated diode sealed with a special
resin  that makes it waterproof. Driver Included.

ø110

15
5

ø83

TR381G
Outer casing

TR381A

TR381B

LED

Lamp
   LED 
Colour

N

W

Kg

2,41

2,41

m3

0,091

0,091LED

 Light 
Source

   1X1,5W
100/240V
   1X1,5W
100/240V

TR381C

TR381D

TR381E

TR381F

LED

LED

LED

LED

N

W

N

W

2X1,5W(3W)
  100/240V
2X1,5W(3W)
  100/240V
3X1,5W(4.5W)
   100/240V
3X1,5W(4.5W)
   100/240V

2,58

2,58

2,75

2,75

0,091

0,091

0,091

0,091

IP 67

98
0

ø130

ø8

83
0 98

0

ø130

ø8

ø130

ø12 ø12

68
0 83

0 98
0

ø8

ø12

TR381AB TR381CD

TR381EF
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Par

Non Dimmable Drivers
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Colours
Beam
angle

120°

Painted aluminum or stainless AISI 316 steel up/down wall light. Designed to be mounted on plasterboard or brick walls using brackets. Features dust-proof system.  

Wh

Ct

Is

LL9160
Min 1 - Max 3 Articles 
Output: 630mA

65

74
27

LL9420
Max 1 Article 
Output: 630mA

65

74
27

LL9168
Min 3 - Max 6 Articles 
Output: 630mA

92

117
38

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers

021 630 mA 1m

211+211 lm

174+174 lm

162+162 lm

120°+

0,22 / 0,38 Kg

 80 40

Gr

LL425A

LL425B

LL425C

LL425D

Accessories
141

149

Daia 4W

Non Dimmable Drivers
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130 lm

107 lm

100 lm

Colours

001 350 mA 120 mm

130 lm

107 lm

100 lm

Beam
angle

120°

Red

Green

Blue

Amber

2 watt up/down emission steel AISI 316 wall light. Designed to be mounted on plasterboard or brick walls using brackets. Features dust-

proof system.

Wh 93233

Ct 93235

Is 93236

 80 40

0,37 Kg

LL9160
Min 1 - Max 3 Articles 
Output: 630mA

65

74
27

LL9420
Max 1 Article 
Output: 630mA

65

74
27

LL9168
Min 3 - Max 6 Articles 
Output: 630mA

92

117
38

Clep 4W

Beam 
Angle

70 °

13 630 mA 1 m

An hourglass-shaped dual-emission �xture for wall-mounted installation by means of an appropriate bracket; body entirely made of aluminium. 

0,37 Kg

Gr LL416A

Wh LL416B

Ct LL416C80

75

Ø 60

Ø 37

Red

G reen

Blue

Amber

Colours

211+211 lm

174 +174 lm

162 +162 lm

LL9017
Min 1 - Max 12 
Output: 350/500/630mA,  1-10v

Dimmable Drivers
141

14992

139



11. LED Tape



Ribbon
The StripLed is composed of 60 Leds/meter integrated in a �exible circuit. Easily adaptable in every type of application and can be cut in 6 
Led unit without damaging the rest of the module.

Drivers Accessories
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Drivers

Strip 60 LEDs/m

Hi-Flux 60 LEDs/m

2,4

10

100

2,4

10

100

LED SMD

ADHESIVE TAPE

LED SMD

ADHESIVE TAPE

1m

3m

0,3m

 1m  

60 LEDs/m nm - K lm/m

89105 8000 K 390

89975 4500 K 370

89106 3000 K 360

89110 625 nm 120

89108 525 nm 240

89107 465 nm 150

89109 588 nm 120

5m

60 LEDs/m nm - K lm/m

98010 8000 K 390

98012 4500 K 370

98011 3000 K 360

98016 625 nm 120

98014 525 nm 240

98013 465 nm 150

98015 588 nm 120
STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 1m  +plus

60 LEDs/m nm - K lm/m

89410 8000 K 1170

89979 4500 K 1110

89411 3000 K 1080

89981 625 nm 360

89982 525 nm 720

89978 465 nm 450

89980 588 nm 360

5m REEL / ROLLA

60 LEDs/m nm - K lm/m

98034 8000 K 1170

98036 4500 K 1110

98035 3000 K 1080

98040 625 nm 360

98038 525 nm 720

98037 465 nm 450

98039 588 nm 360
STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

LL9408   Min 0,1 - Max 1 m

13822

20

1 m

Max 125 m

LL9408   Min 0,1 - Max 0,3 m

13822

20

Max 135 m

LL9487   Min 0,1 - Max 3 m

107

27

48

2 m

Max 60 m
3 m

Max 40 m

LL9487   Min 0,1 - Max 1 m

107

27

48

1 m

Max 40 m

LL4829   Min 0,1 - Max 5 m

103

2758

4 m

Max 30 m
5 m

Max 25 m

LL4829   Min 0,1 - Max 1,5 m

103

2758

1,5 m

Max 25 m LL9125 
Prolunga 3m
Extension 3m

LL9121 
Cavo connettore
Connector cable

LL9119 
Raccordo multiplo
Multiple connector

LL9123 
Prolunga 1m
Extension 1m

 - Reel N° Leds 300 (60 LEDs/m)

- Voltage 24V DC

 - Reel Power 24W (4,8W/m)

 - Main tension 1 A (0,2A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 15 mt (3 reels)

 - Reel N° Leds 300 (60 LEDs/m)

- Voltage 24V DC

 - Reel Power 72W (14,4W/m)

 - Main tension 1 A (0,6A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 5 mt 

023 50 cm
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Ribbon
The StripLed is composed of 240 Leds/meter integrated in a �exible circuit. Easily adaptable in every type of application and can be cut in 
6 Led unit without damaging the rest of the module.

Drivers

Accessories
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Drivers

023 50 cm

Strip 120 LEDs/m

2,4

8

50

LED SMD

ADHESIVE TAPE

 1m  

120 LEDs/m nm - K lm/m

8000 K 780

4500 K 740

3000 K 720

5m

120 LEDs/m nm - K lm/m

8000 K 780

4500 K 740

3000 K 720
STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 - Reel N° Leds 600 (120 LEDs/m)

- Voltage 24V DC

 - Reel Power 48W (9,6W/m)

 - Main tension 2 A (0,4A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 5 mt

LL9408   Min 0,1 - Max 0,5 m

13822

20

1 m

Max 60 m

LL9487   Min 0,1 - Max 1,5 m

107

27

48

Max 40 m

LL4829   Min 0,1 - Max 2,5 m

103

2758

Max 25 m

Strip 240 LEDs/m

2,4

10

25

LED SMD

ADHESIVE TAPE

LL9487   Min 0,1 - Max 0,75 m

107

27

48

Max 30 m

LL4829   Min 0,1 - Max 1,25 m

103

2758

Max 12 m

   Min 0,1 - Max 3,9 m

Max 8 m

38

97

129

LL4700

 1m  

240 LEDs/m nm - K lm/m

8000 K 1560

4500 K 1480

3000 K 1440

5m

240 LEDs/m nm - K lm/m

8000 K 1560

4500 K 1480

3000 K 1440
STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 - Reel N° Leds 1200 (240 LEDs/m)

- Voltage 24V DC

 - Reel Power 96W (19,2W/m)

 - Main tension 4 A (0,8A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 5 mt 

1m 3m

0,3m

LL9125 

Extension 3m

LL9121 

Connector cable

LL’9119 

Multiple connector

LL9123 

Extension 1m
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Ribbon RGB
50 cm

The RGB StripLed is composed of 60 Leds/meter integrated in a �exible circuit. Easily adaptable in every type of application and can be cut 
in 6 Led unit without damaging the rest of the module.

RGB Strip  60 LEDs/m

2,2

10

100

LED SMD

ADHESIVE TAPE

60 LEDs/m

LL9111

5m

60 LEDs/m

LL8017

STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 - Reel N° Leds 300 (60 LEDs/m)

- Voltage 24V DC

 - Reel Power 72 W (14,4 W/m)

 - Main tension 3 A (0,6A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 5 mt 

1m

LL9391   Min 0,1 - Max 3m

107

27

48 Max 40 m

1 m

Max 20 m

2 m

Max 10 m

3 m

Drivers

LL9126 

Extension 3m

LL9122 

Connector cable

LL9120 

Multiple connector

LL9124 

Extension 1m

Accessories
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Silicon Cased
The StripLed is composed of 60 Leds/meter integrated in a �exible circuit with silicon cover. Easily adaptable in every type of application 
and can be cut in 6 Led unit without damaging the rest of the module.

Accessories
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Drivers

2 m

Strip 60 LEDs/m

LED SMD

SILICON CASE

4,5

12

100

LL9408   Min 0,1 - Max 1 m

13822

20

1 m

Max 125 m

LL9487   Min 0,1 - Max 3 m

107

27

48

2 m

Max 60 m
3 m

Max 40 m

LL4829   Min 0,1 - Max 5 m

103

2758

4 m

Max 30 m
5 m

Max 25 m

 1m  

60 LEDs/m nm - K lm/m

8000 K 390

4500 K 370

3000 K 360

625 nm 120

525 nm 240

465 nm 150

588 nm 120

5m

60 LEDs/m nm - K lm/m

8000 K 390

4500 K 370

3000 K 360

625 nm 120

525 nm 240

465 nm 150

588 nm 120
STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 - Reel N° Leds 300 (60 LEDs/m)

- Voltage 24V DC

 - Reel Power 24W (4,8W/m)

 - Main tension 1 A (0,2A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 15 mt (3 reels)

LL9629 

Extension with 
male connector

LL9000 

Extension with 
female connector

Included  

Fixing kit

Hi-Flux Strip

LED SMD

SILICON CASE

100

4,5

12

LL9408   Min 0,1 - Max 0,3 m

13822

20

Max 135 m

LL9487   Min 0,1 - Max 1 m

107

27

48

1 m

Max 40 m

LL4829   Min 0,1 - Max 1,5 m

103

2758

1,5 m

Max 25 m

Drivers

 1m  

60 LEDs/m nm - K lm/m

8000 K 1170

4500 K 1110

3000 K 1080

625 nm 360

525 nm 720

465 nm 450

588 nm 360

5m

60 LEDs/m nm - K lm/m

8000 K 1170

4500 K 1110

3000 K 1080

625 nm 360

525 nm 720

465 nm 450

588 nm 360
STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 - Reel N° Leds 300 (60 LEDs/m)

- Voltage 24V DC

 - Reel Power 72W (14,4W/m)

 - Main tension 1 A (0,6A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 5 mt 
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Silicon Cased RGB
The RGB StripLed is composed of 60 Leds/meter integrated in a �exible circuit with silicon cover. Easily adaptable in every type of 
application and can be cut in 6 Led unit without damaging the rest of the module.

2 m

RGB Strip 60 LEDs/m

LED SMD

SILICON CASE

100

4,5

12

 1m  

60 LEDs/m

LL1007

5mA

60 LEDs/m

LL8033

STRIP LED ORDERS WITH SERVICE
COD. STRIP + QUANTITY OF PIECES + Mt. PER PIECE

 - Reel N° Leds 300 (60 LEDs/m)

- Voltage 24V DC

 - Reel Power 72W (14,4W/m)

 - Main tension 3 A (0,6A/m)

 - Temperature -20~+40°C

 - Lasting 30.000

 - Max. length 5 mt 

LL9391   Min 0,1 - Max 3m

107

27

48 Max 40 m

1 m

Max 20 m

2 m

Max 10 m

3 m

Drivers

Accessories

602

LL9630 

Extension with 
male connector

LL9001 

Extension with 
female connector

Included  

Fixing kit
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Asco Lights
91 Lower Hillgate

Stockport SK1 3AW
sales@ascolights.co.uk 

www.asco-lifestyle.co.uk
0161 2070212


