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20  cm 30  / 40  / 60  cm

7V 11 00 _
7V 12 00 _
7V 13 00 _
7V 14 00 _

Sento verticale
Item numbers

max. 1 x 75  W 
low voltage halogen, Gy 6.35  

length incl. re r heads

verticale

20  cm
30  cm
40  cm
60  cm

glass matt / cover

Sento B

8K 00 72 M
8K 00 72 C
8K 00 72 B
8K 00 72 N

chrom matt 
chrom
bianco
nero

glass matt / lense 

Sento E

7K 00 75 M
7K 00 75 C
7K 00 75 B
7K 00 75 N

chrom matt 
chrom
bianco
nero

cover /  lense 

Sento C

7K 00 63 M
7K 00 63 C
7K 00 63 B
7K 00 63 N

chrom matt 
chrom
bianco
nero

glass matt / glass matt

Sento A

8K 00 71 M
8K 00 71 C
8K 00 71 B
8K 00 71 N

chrom matt 
chrom
bianco
nero

lense / lense 

Sento D

7K 00 64 M
7K 00 64 C
7K 00 64 B
7K 00 64 N

chrom matt 
chrom
bianco
nero

Item number
_chrome matt M
_chrome C
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F abrikat : Occhio
B es tellnummer : S ento D
Leuchtenname : S ento
B es tückung : 1 x QT 18 - B 15d 100 W  / 1800 lm
Abmes s ungen : D 120 mm x H 80 mm
Dateiname : s ento_D.ldt

W irkungs grad : 87.1
Leuchten-Lichtaus beute : 15.6
Lichtverteilung
Aus s trahlungs winkel

: s ym
: -- C 0
  -- C 9

Modular lighting system for assembly on hollow walls 
and ceilings with light emission on both sides. 

re ector head for directed light 
in both directions

luminous e ciency
82% 
beam angle
approx. 85° 
lense 
optical glass 
ring 
chrome, chrome matt, 
white or black glossy nish
holder 
chrome oder chrome matt

Leuchtendaten
Occhio, Sento (Sento D)
LVK

Anlage
P rojektnummer
Datum

: Lichtverteilung der R eflektorköpfe
: P roduktdaten
: 20.05.2011

Objekt : allgemeine Information

20  cm 30  / 40  / 60  cm

 
 

verticale

20  cm
30  cm
40  cm
60  cm

Product 22. Diachroic Lens LED Wall Lights and Colour Filters

618  50  95  27
618  50  95  30
618  85  30  D
618  85  35  D
618  85  40  D

13  W LED »next generation«  
(18 W LED operated with 13  W) 
2700  K, high color CRI 95, 900  lm 
3000  K, high color CRI 95, 900  lm 
3000  K, high �ux CRI 85, 1120  lm
3500  K, high �ux CRI 85, 1120  lm
4000  K, high �ux CRI 85, 1120  lm

always order 2!  

e�ciency class A, 
average service life > 50,000  h

23,53

MORE INFO
1-10v remote dimmable driver. Max distance 10m away


